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SERVICE PRODUCT DETERMINANT TECHNIQUE PROCEDURE LIMITATIONS

Chemical
metrology -
Gas
analysers

Gas analysers;
Mine safety and
confined space
equipment

Concentration Direct
measurement by
certified reference
material

in house method
Process 4
(laboratory); in
house method
Process 5 (in situ)

range and
capability as
below

Capability
With Calibration and Measurement Capability of-
Calibration in the Laboratory or in-situ

CH  : Catalytic combustion
4.4% of the reading in the range up to 0.1 - 5% 

CH  : Infra-red
4.4% of the reading in the range up to 0.1 - 100%

O : Electrochemical
4.4% of the reading in the range up to 0.1 - 30%

O : Paramagnetic
4.4% of the reading in the range up to 0.1 - 30%

CO  : Infra-red
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The only data displayed is that deemed relevant and necessary for the clear description of the activities and services covered by the

scope of accreditation.

Grey text appearing in a SoA is additional freetext providing further refinement or information on the data in the preceding line entry.
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END OF SCOPE

SERVICE PRODUCT DETERMINANT TECHNIQUE PROCEDURE LIMITATIONS

4.4% of the reading in the range up to 0.1 - 100%

CO: Electrochemical
4.4% of the reading in the range up to 0.1 - 2000 ppm

CO:  Infrared
4.4% of the reading in the range up to 0.1 - 1%

H S: Electrochemical
4.4% of the reading in the range up to 0.1 - 1000 ppm

NO : Electrochemical
5.2% of the reading in the range up to 0.1 - 50 ppm
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